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averages and calculations used to re-
port emission or operating levels or to 
fulfill a minimum data availability re-
quirement, if applicable. You must use 
all the data collected during all other 
periods in assessing compliance. 

(c) A monitoring malfunction is any 
sudden, infrequent, not reasonably pre-
ventable failure of the monitoring to 
provide valid data. Monitoring failures 
that are caused in part by poor mainte-
nance or careless operation are not 
malfunctions. 

§ 63.7833 How do I demonstrate con-
tinuous compliance with the emis-
sion limitations that apply to me? 

(a) You must demonstrate contin-
uous compliance for each affected 
source subject to an emission or opac-
ity limit in § 63.7790(a) by meeting the 
requirements in Table 3 to this sub-
part. 

(b) You must demonstrate contin-
uous compliance for each capture sys-
tem subject to an operating limit in 
§ 63.7790(b)(1) by meeting the require-
ments in paragraphs (b)(1) and (2) of 
this section. 

(1) Operate the capture system at or 
above the lowest values or settings es-
tablished for the operating limits in 
your operation and maintenance plan; 
and 

(2) Monitor the capture system ac-
cording to the requirements in 
§ 63.7830(a) and collect, reduce, and 
record the monitoring data for each of 
the operating limit parameters accord-
ing to the applicable requirements of 
this subpart; 

(c) For each baghouse applied to 
meet any particulate emission limit in 
Table 1 to this subpart, you must dem-
onstrate continuous compliance by 
completing the requirements in para-
graphs (c)(1) and (2) of this section: 

(1) Maintaining records of the time 
you initiated corrective action in the 
event of a bag leak detection system 
alarm, the corrective action(s) taken, 
and the date on which corrective ac-
tion was completed. 

(2) Inspecting and maintaining each 
baghouse according to the require-
ments in § 63.7831(f) and recording all 
information needed to document con-
formance with these requirements. If 
you increase or decrease the sensitivity 

of the bag leak detection system be-
yond the limits specified in 
§ 63.7831(f)(6), you must include a copy 
of the required written certification by 
a responsible official in the next semi-
annual compliance report. 

(d) For each venturi scrubber subject 
to the operating limits for pressure 
drop and scrubber water flow rate in 
§ 63.7790(b)(2), you must demonstrate 
continuous compliance by completing 
the requirements of paragraphs (d)(1) 
through (3) of this section: 

(1) Maintaining the hourly average 
pressure drop and scrubber water flow 
rate at levels no lower than those es-
tablished during the initial or subse-
quent performance test; 

(2) Operating and maintaining each 
venturi scrubber CPMS according to 
§ 63.7831(g) and recording all informa-
tion needed to document conformance 
with these requirements; and 

(3) Collecting and reducing moni-
toring data for pressure drop and 
scrubber water flow rate according to 
§ 63.7831(b) and recording all informa-
tion needed to document conformance 
with these requirements. 

(e) For each electrostatic precipi-
tator subject to the site-specific opac-
ity operating limit in § 63.7790(b)(3), you 
must demonstrate continuous compli-
ance by completing the requirements 
of paragraphs (e)(1) and (2) of this sec-
tion: 

(1) Maintaining the average opacity 
of emissions for each 6-minute period 
no higher than the site-specific limit 
established during the initial or subse-
quent performance test; and 

(2) Operating and maintaining each 
COMS and reducing the COMS data ac-
cording to § 63.7831(h). 

(f) For each new or existing sinter 
plant subject to the operating limit in 
§ 63.7790(d), you must demonstrate con-
tinuous compliance by either: 

(1) For the sinter plant feedstock oil 
content operating limit in 
§ 63.7790(d)(1), 

(i) Computing and recording the 30- 
day rolling average of the percent oil 
content for each operating day accord-
ing to the performance test procedures 
in § 63.7824(e); 

(ii) Recording the sampling date and 
time, oil content values, and sinter 
produced (tons/day); and 
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(iii) Maintaining the 30-day rolling 
average oil content of the feedstock no 
higher than 0.02 percent. 

(2) For the volatile organic compound 
operating limit in § 63.7790(d)(2), 

(i) Computing and recording the 30- 
day rolling average of volatile organic 
compound emissions for each operating 
day according to the performance test 
procedures in § 63.7824(f); 

(ii) Recording the sampling date and 
time, sampling values, and sinter pro-
duced (tons/day); and 

(iii) Maintaining the 30-day rolling 
average of volatile organic compound 
emissions no higher than 0.2 lb/ton of 
sinter produced. 

§ 63.7834 How do I demonstrate con-
tinuous compliance with the oper-
ation and maintenance require-
ments that apply to me? 

(a) For each capture system and con-
trol device subject to an operating 
limit in § 63.7790(b), you must dem-
onstrate continuous compliance with 
the operation and maintenance re-
quirements in § 63.7800(b) by meeting 
the requirements of paragraphs (a)(1) 
through (3) of this section: 

(1) Making monthly inspections of 
capture systems and initiating correc-
tive action according to § 63.7800(b)(1) 
and recording all information needed 
to document conformance with these 
requirements; 

(2) Performing preventative mainte-
nance according to § 63.7800(b)(2) and re-
cording all information needed to docu-
ment conformance with these require-
ments; and 

(3) Initiating and completing correc-
tive action for a bag leak detection 
system alarm according to 
§ 63.7800(b)(4) and recording all informa-
tion needed to document conformance 
with these requirements. 

(b) You must maintain a current 
copy of the operation and maintenance 
plan required in § 63.7800(b) onsite and 
available for inspection upon request. 
You must keep the plans for the life of 
the affected source or until the af-
fected source is no longer subject to 
the requirements of this subpart. 

§ 63.7835 What other requirements 
must I meet to demonstrate contin-
uous compliance? 

(a) Deviations. You must report each 
instance in which you did not meet 
each emission limitation in § 63.7790 
that applies to you. This includes peri-
ods of startup, shutdown, and malfunc-
tion. You also must report each in-
stance in which you did not meet each 
operation and maintenance require-
ment in § 63.7800 that applies to you. 
These instances are deviations from 
the emission limitations and operation 
and maintenance requirements in this 
subpart. These deviations must be re-
ported according to the requirements 
in § 63.7841. 

(b) Startups, shutdowns, and malfunc-
tions. During periods of startup, shut-
down, and malfunction, you must oper-
ate in accordance with your startup, 
shutdown, and malfunction plan. 

(1) Consistent with §§ 63.6(e) and 
63.7(e)(1), deviations that occur during 
a period of startup, shutdown, or mal-
function are not violations if you dem-
onstrate to the Administrator’s satis-
faction that you were operating in ac-
cordance with the startup, shutdown, 
and malfunction plan. 

(2) The Administrator will determine 
whether deviations that occur during a 
period of startup, shutdown, or mal-
function are violations, according to 
the provisions in § 63.6(e). 

NOTIFICATIONS, REPORTS, AND RECORDS 

§ 63.7840 What notifications must I 
submit and when? 

(a) You must submit all of the notifi-
cations in §§ 63.6(h)(4) and (5), 63.7(b) 
and (c), 63.8(e) and (f)(4), and 63.9(b) 
through (h) that apply to you by the 
specified dates. 

(b) As specified in § 63.9(b)(2), if you 
startup your affected source before 
May 20, 2003, you must submit your ini-
tial notification no later than Sep-
tember 17, 2003. 

(c) As specified in § 63.9(b)(3), if you 
start your new affected source on or 
after May 20, 2003, you must submit 
your initial notification no later than 
120 calendar days after you become 
subject to this subpart. 

(d) If you are required to conduct a 
performance test, you must submit a 
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